Spare Parts Service 


Ail MERCEDES-BENZ dealers main- 
tain a stock of original spare parts 
required for maintenance and repair 
work. In addition, strategically located 
parts distribution centers provide 
quick and reliable parts service. 

More than 200 000 different spare 
parts, even for older models, are avail- 
able. 

MERCEDES-BENZ original spare 
parts are subjected to most severe 
quality inspections. Each part has 
been specifically developed, manu- 
factured or selected for and adapted 
to MERCEDES-BENZ vehicles. There- 
fore, MERCEDES-BENZ original 
spare parts should be installed. 


Cleaning and Care of the Vehicle 


In operation, your vehicle is subjected 
to a great amount of varying external 
influences which, if gone unchecked, 
Can attack the paintwork as well as 
the underbody and cause lasting 
damage. 

Such damage is caused not only by 
extreme and varying climatic condi- 
tions, but also by air pollution, road 
salt, tar, gravel and stone chipping. 
Grease and oil, fuel, coolant, brake 
fluid, bird droppings, tree resins, etc. 
should be immediately removed to 
avoid paint damage. Frequent wash- 
ing, however, reduces and/or elimi- 
nates the aggressiveness and 
potency of the above adverse influ- 
ences. 


More frequent washings are neces- 
sary to deal with unfavorable condi- 
tions; for example, near the ocean, in 
industrial areas (smoke, exhaust 
emissions), or during winter opera- 
tion. 


You should check over your vehicle 
from time to time for stone chipping 
or other damage. Any damage should 
be repaired as soon as possible to 
prevent the start of corrosion. 


In doing so, do not neglect the 
underside of the car. A prerequisite 
for a thorough check ts a washing of 
the underbody followed by a thor- 
ough Inspection. Damaged areas 
need to be re-undercoated. 

Your vehicle has been treated at the 
factory with a wax-base rustproofing 
in the body cavities which will last 
for the lifetime of the vehicle. Post- 
production treatment is neither 
necessary nor recommended by 
MERCEDES-BENZ because of the 
possibility of incompatibility between 
materials used in the production 
process and others applied later. 
After every engine cleaning you 
should have the engine compartment 
rustproofed. Before rustproofing, all 
control linkage bushings have to be 
lubricated with hydraulic oil (check 
with your local MERCEDES-BENZ 
dealership for recommended brands). 
We have selected car-care products 
and compiled recommendations 
which are specially matched to our 
vehicles and which always reflect the 
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newest in technological standing. You 
can obtain MB car-care products at 
every MERCEDES-BENZ dealer. 


Scratches, corrosive deposits, corro- 
sion or damage due to negligent or 
incorrect care cannot always be 
removed with the car-care products 
recommended here. in such cases it 
is best to seek aid at your authorized 
MERCEDES-BENZ dealer. 

The following topics deal with the 
cleaning and care of your vehicle and 
give important “how-to” information 
as well as references to recom- 
mended MB car-care products. 


Car Washing 


Before washing your vehicle, remove 
insect residues. The car should not 
be washed in the sun. Use only a mild 
car wash detergent, such as MB auto 
shampoo. 

Thoroughly spray the car with a 
diffused jet of water. Direct only a 
very weak spray towards the ventila- 
tion intake. Use plenty of water and 
rinse the sponge and chamois fre- 
quently. Rinse with clear water and 
thoroughly wipe dry with a chamois. 


if the vehicle has been run through an 
automatic car wash — in particular 
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one of the older installations — 
rewipe the recessed sections pro- 
vided in the tail lamps (for improved 
prevention of soiling) if necessary. No 
solvents (fuels, thinners, etc.) must 
be used. 


in the winter, thoroughly remove all 
traces of road salt as soon as 
possible. 

When washing the car underbody, do 
not forget to clean the inner sides of 
the wheels. 


Tar Stains 


Quickly remove tar stains before they 
dry and become more difficult to 
remove. 


Window Cleaning, Wiper Blades 


Use a window cleaning solution on 
very dirty or oil-stained windows. 
Clean windshield wiper blades with a 
clean cloth and detergent solution. 
Replace blades at least once or twice 
a year. 


To assist with the removal of accumu- 
lated road film on the windshield and 
improve wiping ability, a cap of MB 
auto shampoo can be added to the 

3 liter container of washer solvent. 


Plastic Parts, Headliner, Rubber 
Parts and MB-Tex Upholstery 
Covers 


Do not use oil or wax on these parts. 


Using aftermarket seat covers or 
wearing clothing that have the ten- 
dency to give off coloring (e.g. when 
wet, etc.) may cause the upholstery 
(velour for example) to become per- 
manently discolored. By lining the 
seats with a proper intermediate 
cover, contact-discoloration will be 
prevented. 


Seat Belts 


The webbing must not be treated with 
chemical cleaning agents. Use only 
Clear, lukewarm water and soap. Do 
not dry the webbing at temperatures 
above 80° C/176° F or in direct 
sunlight. Never bleach or re-dye the 
webbing. 


Steering Wheel, Selector Lever and 
instrument Cluster 


Use a gentle dish-washing detergent 
or mild detergent for delicate fabrics 
as a washing solution. Wipe with a 
cloth moistened in lukewarm solution. 
Do not use scouring agents. 


Upholstery 


Leather: Wipe leather upholstery with 
a damp cloth and dry thoroughly. 
Exercise particular care when clean- 
ing perforated leather as its underside 
should not become wet. 


Velours: Pressure marks resulting 
from dampness and heat may appear 
to be stains. Such marks can be 
removed by wiping with a moistened 
brush, ironing with a wet cloth or by 
treating with a dry shampoo. Do not 
sit on damp upholstery. Quick drying 
is achieved by applying hot air — for 
example, by using a hair dryer. If in 
doubt, please consult your 


authorized MERCEDES-BENZ dealer. 


Paintwork 


Do not apply wax if your car is parked 
in the sun or if the hood is still hot. 
For maximum protection, the paint- 
work should be waxed approximately 
once every three months. Use the 
appropriate MERCEDES-BENZ 
Touch-Up Stick for quick and provi- 
sional repairs of minor paint damage. 


Cleaning and Care of the Vehicle 


Light Alloy Wheels 


If possible, clean wheels once a week 
with lukewarm water and autosham- 
poo. Use an ample supply of water. 
To remove stubborn marks, use 
polish or paint cleaner and apply with 
buffing cloth or a soft cloth. 


Ornamental Moldings 
(Chrome-Plated, Aluminium) 


For regular cleaning and care of very 
dirty chrome-plated parts, use a 
chrome cleaner. 
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